
DRUM 

LABELLING

TECHNICAL    
FEATURES

PERFORMANCE BS5609 
CERTIFICATION

This product is a top 
quality polyolefin based 
film with an hot melt 
adhesive, available also 
with higher coating 
weight.

w w w . r i t r a m a . c o m

The new RI-777/85 is specifically developed for use 
in severe environmental conditions.

The logistic market 
requires labels for drums to 
be perfectly applied even in 
severe environmental 
conditions, remaining 
clearly legible also at 
exposure of seawater. In 
fact Ritrama has certified 
this product BS5609 
Section Two for marine 
exposure. 

Matt white coex
polypropylene

FRONTAL FACE 
DESCRIPTION

85

WEIGHT
g / m ²

RP 1001
Acrylic permanent

ADHESIVE

WG 6285RI-777/85 RP 1001

LINER
THICKNESS  

µ
PRODUCT NAME

This material has been 
specifically developed to 
label drums usually made 
with critical materials and 
with an orange peel 
surface. 



OIL

TECHNICAL    
FEATURES

RANGE 
VARIATION

APPLICATION  
& USES

These materials withstand 
the conditions of the oil filling 
operations and maintain the 
performances in a broad 
service temperature. 
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A range of self adhesive materials for Oil Canister 
applications.

WG 62RP 1010
Acrylic permanent9590

Gloss white LDPE 
top coated 
polyethylene

RI-837/100 GLOSS 
WHITE TC

Bright silver top 
coated metallised
polyethylene

FRONTAL FACE 
DESCRIPTION
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SUBSTANCE 
g / m ²

RP 1010
Acrylic permanent

ADHESIVE

WG 6287
RI-817/85 
MIRRORFLEX 
BRIGHT SILVER TC 

LINER
CALIPER   

µ
PRODUCT NAME

The RI-817/85 
MIRRORFLEX is a perfect 
self-adhesive material to 
create luxury labels, that can 
perfectly match the 
metallised effect of the can 
or the finish of canister.

The range uses a specific 
acrylic permanent 
adhesive, suitable to label 
metallic cans that are filled 
with hot liquids, like oils, 
greases and so on. 

CANISTER


